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SP45DPN
45A DP Switch  
Single Plate with 
Neon

Wiring Accessories
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Material <not specified>

Natural

SP45DPN

45A DP SWITCH WITH 
NEON

0

45A DP SWITCH 

CUSTOMER/PROJECT:

WEIGHT: REV:

DRAWN:

CHECKED:

APPROVED:

09/12/2021

SHEET SIZE:SHEET SCALE: SHEET NUMBER:

Niglon Ltd,
Unit1, Highlands Park,

Stirling Rd, Solihull,
B90 4NE. 

Tel. 0121 711 1990 0.11 Kg

UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
TOLERANCES: 
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DEBUR AND BREAK SHARP EDGES

IF IN DOUBT ASK!

PROPRIETARY RIGHTS ARE INCLUDED IN THE INFORMATION DISCLOSED HEREIN. NEITHER THIS 
DOCUMENT NOR ANY INFORMATION DISCLOSED SHALL BE REPRODUCED, USED, TRANSFERRED 

TO OTHER DOCUMENTS, OR DISCLOSED TO OTHERS FOR ANY PURPOSE INCLUDING 
MANUFACTURING UNLESS SPECIFICALLY AUTHORISED IN WRITING AND ONLY THEN ON 

CONDITION THAT THIS NOTICE APPEARS ON ANY REPRODUCTION. ALSO ALL RIGHTS FOR 
MANUFACTURE AND/OR SALE SHALL REMAIN THE PROPERTY OF NIGLON LTD.

A white, square-edged, moulded accessory 
manufactured in a robust urea construction. 
Arctic Edge offers traditional design values for 
new, or existing installations.

Material Composition Front Plate & Rocker Switch - Urea  
Rear Housing - Urea 
Terminals - Brass,  
Terminal Screws - Steel & Yellow Passivated 
Internal Mechanism - Formed Press Brass
Silver “on-lay” Copper / Brass Contacts

Voltage 240V~ 50Hz

Current Rating 45A

Torque Value 2.5Nm

Cable Size 3 x 6mm2 to 2 x 6mm2

Double Pole Yes

Twin Earth Yes

Back Box Depth 35-47mm

Warranty 20 Years 

Anti Microbial Certified Yes

IP Rating IP20

Operational Temperature -5˚ to +40˚C

Standards The Low Voltage Directive 2006/95/EC 
BS EN 60669-1:1999 + A1:2002 + A2:2008 
Modified ISO 22196 

Dimensions 86x86x11mm (HxWxD)

Neon Indicator Yes


