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Polycarbonate - Opaque Lid

Polycarbonate - Transparent Lid

Part No. Dimensions 
HxWxD (mm)

Backplate 
HxWxD (mm)

Weight 
(kg)

Qty

PBOX02 180x135x129 142x97 0.44 1

PBOX06 270x180x171 220x130 1.18 1

PBOX07 270x270x171 220x220 1.64 1

PBOX08 270x360x171 220x310 1.98 1

PBOX09 270x360x201 220x310 2.05 1

Part No. For Use With Dimensions 
HxW (mm) Qty

PXBP02 PBOX02 142x97 1

PXBP04 PBOXT04 234x96 1

PXBP06 PBOX06 / PBOXT05 / PBOXT06 220x130 1

PXBP07 PBOX07 / PBOXT07 220x220 1

PXBP08 PBOX08 /PBOX09 / PBOXT08 /PBOXT09 220x310 1

PXBP11 PBOXT11 310x310 1

PXBP13 PBOXT13 490x220 1

• Mild Steel  
• Galvanised  
• 1.2mm thickness  

Mild Steel Enclosure Mounting Plates - For Polycarbonate Enclosures

Part No. Dimensions 
HxWxD (mm)

Backplate 
HxWxD (mm)

Weight 
(kg)

Qty

PBOXT03 180x180x129 142x142 0.5 1

PBOXT04 270x135x129 220x97 0.58 1

PBOXT05 270x180x141 220x130 1.18 1

PBOXT06 270x180x171 220x130 1.18 1

PBOXT07 270x270x171 220x220 1.64 1

PBOXT08 270x360x171 220x310 1.98 1

PBOXT09 270x360x201 220x310 2.05 1

PBOXT11 360x360x171 310x310 2.42 1

PBOXT13 540x270x171 490x220 2.96 1

• Glass Fibre reinforced polycarbonate construction 
• RAL7035
• IP66 with polyurethane gasket
• Lid held with captive screws
• Suited to extreme conditions
• See below for mounting plates 
• Certification
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