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HURRICANE

List No. Description Pack  
Qty

H-WS131S 1 gang DP switched 1

H-WS132S 2 gang DP switched 1

Standard of Compliance - BS 1363-2
Specifications - 
• �Supplied with multiple knock-out mounting box 
• �IP66 Rated with plug in place & cover closed • RoHs Compliant
• Hold open mechanism • Polycarbonate UV resistant

Certified -      

IP66 13A Socket Outlets

H-WS131S H-WS132S

WEATHERPROOF 
RANGE

Independently 
Tested & 

Certified -  by 

•	 IP55 & IP66
•	 Robust
•	 UV Resistant
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Standard of Compliance - BS 1363-2, BS 7288
RCD Protection - 30mA – 40ms
Specifications - 
• �Supplied with multiple knock-out mounting box 
• �IP66 Rated with plug in place & cover closed
• Hold open mechanism • Polycarbonate UV resistant
• RoHs Compliant

Certified -      

List No. Description Pack  
Qty

H-WS132R 2 gang DP switched (latching) 1

H-WS132HSE 2 gang enclosure (accepts standard 
2 gang plates)

1

IP66 13A RCD Protected  
Socket Outlet & 2G Enclosure

H-WS132R

H-WS132HSE

HURRICANE

List No. Description Pack  
Qty

H-WS131FSR 1 gang 13A (latching) 1

Standard of Compliance - BS 1363-4, BS 7288
RCD Protection - 30mA – 40ms
Specifications - 
• IP66 • Supplied with multiple knock-out box base 
• Polycarbonate UV resistant • RoHS compliant 
• �Membrane plate cover for easy resetting purposes

Certified -      

IP66 13A RCD Protected 
Fused Spur

IP66 20AX Switches

List No. Description Pack  
Qty

H-WS201 1 gang 2 way 1

H-WS202 2 gang 2 way 1

H-WS201R 1 gang 2 way retractive printed ‘Press’ 1

Standard of Compliance - BS 60669-1
Specifications - 
• IP66 • Polycarbonate UV resistant • RoHs Compliant 
• �Supplied with multiple knock-outs mounting box
• �Indicator that can be wired to illuminate when off or on

Certified -      

•	 IP55 & IP66
•	 Robust
•	 UV Resistant
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HURRICANE

IP55 10AX Switches IP55 13A Socket

List No. Description Pack  
Qty

WSE101 1 gang 2 way 1

WSE102 2 gang 2 way 1

List No. Description Pack  
Qty

WSE131 1 gang unswitched 1

Specifications - 
• IP55 (with cover closed)

Certified -      

Specifications - 
• IP55 (with cover closed)

Certified -      

Standard of Compliance - BS1363
Specifications - 
• IP66 • Supplied with multiple knock-out box base
• �Polycarbonate UV resistant
• RoHS compliant

Certified -      

List No. Description Pack  
Qty

H-WS131FS 1 gang 13A switched with neon 1

IP66 13A Fused Spur
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HURRICANE

Specifications - 
• IP55 • 125 x 410 x 195mm • RoHS Compliant 
• �Provided with; 

• Wall mounting points • Socket fixing strip 
• 2 x 20/25mm Knock-outs w• 5 x 12mm cable entries  
• Cable restraints

List No. Description Pack  
Qty

WPB4 Box only 1

WPB4RS4 Box & 4 gang socket 1

IP55 Weatherproof Power Box




