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List No. Pack  
Qty

NG86-50R 5

NG86-50W 5

NG86-50B 5

NG86-50G 5

List No. Pack  
Qty

NG85-50W 5

NG85-50B 5

NG85-50G 5

List No. Pack  
Qty

NG96-60W 5

NG96-60B 5

NG96-60G 5

IP67 Membrane Moulded 
Boxes (86 x 86 x 50mm)

IP67 Membrane Moulded 
Boxes (86 x 49 x 50mm)

IP67 Membrane Moulded 
Boxes (96 x 96 x 60mm)

Specification -
• Offers IP66 protection  
• Integrated gasket seal 
•  Easy installation using supplied mounting bracket
•  x8 membrane or threaded cable entries

Certification -                          

Specification - 
• Offers IP66 protection  
• Integrated gasket seal 
•  Easy installation using supplied mounting bracket
• x6 membrane or threaded cable entries 
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Specification -
• Offers IP66 protection  
• Integrated gasket seal 
•  Easy installation using supplied mounting bracket
• x6 membrane or threaded cable entries 

Certification -                          

List No. Description Pack  
Qty

NG896-5W 5 way connector 5

5 Way 15A Connector - 
(Base attachment)

Note - Compatible with NG86-50 and NG96-60 only                         
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List No. Size Fairlead Entries Pack  
Qty

FD7 77 x 75 x 42mm 7 x 19mm 50

FD10 93 x 43 x 42mm 6 x 19 + 4 x 15mm 50

FD12 93 x 90 x 48mm 12 x 19mm 50

8205 75 x 75 x 37mm 7 x 19mm 10

Standard of Compliance - IEC 60998
Specification -  
• IP55 • 8205 IP54 • Snap-fit cover • Flame retardant • Halogen free

Certified - 

IP55 Snap-On Cover

List No. Size (LxWxD) Fairleads Pack  
Qty

93080 80 x 80 x 37mm 5 x 20, 2 x 16mm 1

93081 80 x 80 x 37mm Plain sides 1

List No. Size (LxWxD) Fairleads Pack  
Qty

93210 110 x 75 x 65mm Plain sides 1

93810 110 x 75 x 65mm 6 x M20 1

93220 110 x 110 x 65mm Plain sides 1

93820 110 x 110 x 65mm 8 x M20 1

93234 150 x 110 x 75mm Plain sides 1

93834 150 x 110 x 75mm 8 x M20 1

93264 150 x 150 x 75mm Plain sides 1

93244 220 x 150 x 75mm Plain sides 1

List No. Size (LxWxD) Fairleads Pack  
Qty

93086 120 x 80 x 60mm 6 x 25mm 1

IP44 Snap-On Cover

IP55 Screw-On Low Cover 

IP55 Screw-On Cover

Standard of Compliance - EN 50102, IEC 695-2-1. IEC 670, CEI23-48
Specification - • High performing material • IP44 
• Self-extinguishing to V1 UL94 • Glow-wire tested 650°C 
• Mechanical resistance IK08 • RAL - 7035

Standard of Compliance - EN 50102, IEC 695-2-1. IEC 670, CEI23-48
Specification - • High performing material • IP55 
• Self-extinguishing to V1 UL94 • Glow-wire tested 960°C 
• Mechanical resistance IK08 • Material stability -25°C to 90°C 
• RAL - 7035

Standard of Compliance - EN 50102, IEC 695-2-1. IEC 670, CEI23-48
Specification - • High performing material • IP55 
• Self-extinguishing to V1 UL94 • Glow-wire tested 650°C 
• Mechanical resistance IK08 • RAL - 7035
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IP55 Screw-On  
Medium Cover

List No. Size (LxWxD) Fairleads Pack  
Qty

93230 150 x 110 x 100mm Plain sides 1

93260 150 x 150 x 100mm Plain sides 1

93240 220 x 150 x 100mm Plain sides 1

93250 300 x 220 x 100mm Plain sides 1

Standard of Compliance - EN 50102, IEC 695-2-1. IEC 670, CEI23-48
Specification - • High performing material • IP55 
• Self-extinguishing to V1 UL94 • Glow-wire tested 650°C 
• Mechanical resistance IK08 • Material stability -25°C to 90°C  
• RAL - 7035

List No. Size (LxWxD) Fairleads Pack  
Qty

93221 110 x 110 x 112mm Plain sides 1

93231 150 x 110 x 150mm Plain sides 1

93261 150 x 150 x 150mm Plain sides 1

93241 220 x 150 x 150mm Plain sides 1

93251 300 x 220 x 150mm Plain sides 1

List No. Size (LxWxD) Pack  
Qty

E94204 100 x 100 x 60mm 1

E95206 150 x 110 x 70mm 1

E96207 190 x 140 x 70mm 1

E97208 240 x 190 x 90mm 1

E98209 300 x 220 x 120mm 1

E99210 380 x 300 x 120mm 1

IP55 Screw-On High Cover 

IP56 Screw-On Low Cover 
Plain Sided

Standard of Compliance - EN 50102, IEC 695-2-1. IEC 670, CEI23-48
Specification - • High performing material • IP55 
 • Self-extinguishing to V1 UL94 • Glow-wire tested 960°C 
• Mechanical resistance IK08 • Material stability -25°C to 90°C  
• RAL - 7035

Standard of Compliance - EN 50102, IEC 695-2-1. IEC 670, CEI23-48
Specification - • High performing material • IP56  
• Self-extinguishing to V1 UL94 • Glow-wire tested 960°C  
• Mechanical resistance IK08 • Material stability -25°C to 90°C  
• RAL - 7035

ECONOMY 
MOULDED

List No. Description Pack  
Qty

BG170 170ml mix-sachet 1

BG250 250ml mix-sachet 1

BG400 400ml mix-sachet 1

Specification -  
• Offers IP68 protection • Re-enterable & reusable 
• No shelf life limitation • Removable • Dielectric strength > 22Kv 
• Installations up to 1Kv & 140°C • Non-toxic 

IP68 Insulating  
& Sealing Gel

Note - Connection box, wires & glands not included




