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LC3P

LC
3P

List No. Description Size
(HxWxL)

Pack  
Qty

LC3P 3 pole connector  
+ loop terminal

22 x 42 x108mm 50

LC3P-FF 3 pole connector + 
loop terminal + fast fit

22 x 46 x144mm 25

Standard of Compliance - BS 5733
Specification -  
• Cable: 4 x 1mm2 flex / 3 x 2.5mm2 
• 20A rating

LC3P

LC3P-FF

A simple to install 20A three pin 
plug-in connector with 
loop terminal
Specifically designed to aid fast and safe 
installations with  the flexibility to allow 
quick connection, configuration and 
re-configurations for a wide range 
of circuit applications.

Supplied in bespoke 
Counter top packaging

LC3P-FF



PUSH-FIT 
CONNECTORS
For Solid, Stranded or Fine Stranded Cables

SDK Type - T90
• General purpose

• Stacking design

•  Colour coded for 
easy identification

• 24A

•  Max 2.5mm2 - Solid / Stranded

Lever Type - T85
• 32A

•  Max 4mm2 - Solid /  
Stranded / Fine 

Lighting Type - T90
• Space saving design

• 24A

•  Max 2.5mm2 - Solid /  
Stranded / Fine

Big Red Type - T105
• General purpose/heavy duty

• 41A

•  Max 6mm2 - Solid / Stranded

Cool Splice Type  
• General purpose

• Stacking design

•  Colour coded for 
easy identification

• <20A

•  Max 4.0mm2 - Solid / Stranded

Miniature Type - T60
• Super-compact

• 24A

•  Colour coded for  
easy identification

• Max 2.5mm2 - Solid 

Standard of Compliance - IEC 60998-2-3, UL 486C, 
Specification -
• <20A • 0.75 - 1.5mm2  solid, stranded (Red) 
• 1.5 - 2.5mm2  solid, stranded (Blue) 
• 2.5 - 4.0mm2 solid, stranded (Yellow) 
• IPX8 • Interlocking stacking design

Certified - 
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List No. Conductors Conductor 
Entry

Pack  
Qty

SDK3 3 3 x solid or stranded 100

SDK5 5 5 x solid or stranded 50

SDK8 8 8 x solid or stranded 30

List No. Conductors Conductor 
Entry

Pack  
Qty

NCL1 2 2 x solid, stranded 1

NCL2 2 2 x solid, stranded 1

NCL3 2 2 x solid, stranded 1

NCL4 2 2 x solid, stranded 1

NCL5 2 2 x solid, stranded 1

Standard of Compliance - BS 60998-1 60998-2-2
Specification  -
• 24A / 450V • 0.5 - 2.5mm2 solid cable • 1.5 - 2.5mm2 stranded cable 
• Not suitable for fine stranded cable • Interlocking stacking design

Certified - 

SDK Type - T90

Cool Splice Type



Standard of Compliance - BS 60998-1 60998-2-2
Specification -
• 24A / 450V  
• 0.5 - 2.5mm2 solid cable

Certified - 
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List No. Conductors Conductor 
Entry

Pack  
Qty

MCP2 2 2 x solid 100

MCP3 3 3 x solid 50

MCP3 4 4 x solid 50

MCP4 5 5 x solid 50

MCP8 8 8 x solid 50

List No. Conductors Conductor 
Entry

Pack  
Qty

VPC2 2 2 x solid,stranded or fine 100

VPC3 3 3 x solid,stranded or fine 50

VPC5 5 5 x solid,stranded or fine 25

Standard of Compliance - BS 60998-1 60998-2-2
Specification - 
• 32A / 450V • 0.2 - 4mm2 solid cable • 0.2 - 4mm2 stranded cable
• 0.34 - 4mm2 fine stranded cable

Certified - 

Miniature Type - T60

Lever Type - T85 Big Red Type - T105

10

10

Standard of Compliance - BS 60998-1 60998-2-2
Specification - • 24A / 450V  
• Lighting side: 0.5 - 2.5mm2 stranded cable 
• 0.5 - 2.5mm2 solid cable 
• 0.5 - 2.5mm2 fine stranded cable  
• Installation side: 0.75 - 2.5mm2 solid cable

Certified - 

List 
No.

Conductors Conductor  
Entry  

Lighting Side

Conductor  
Entry  

Install Side

Pack  
Qty

LPC1 2 1 x solid,  
stranded or fine

1 x solid 50

LPC2 3 1 x solid,  
stranded or fine

2 x solid 50

Lighting Type - T90

Standard of Compliance - BS 60998-1 60998-2-2
Specification -
• 41A / 400V  
• 2.5 - 6mm2 stranded cable 
• 2.5 - 6mm2 solid cable 
• Not suitable for fine stranded cable

Certified - 

List No. Conductors Conductor 
Entry

Pack  
Qty

BRC3 3 2 x solid, stranded 25

10




