Economy Range T80 - 450V Thermoplastic T80 - 450V

(White) (White)
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Standard of Compliance -
Self extinguishing: BS EN 60998-1
Specification - Max working temp 80°C Specification -
- Snap free - Max cont temp rating 80°C
* Flame tested UL94 V2 - Max short period temp rating 110°C

List No. Amps Size Pack . Glow wire tested 850°C
Qty
PN2 2.5A 1.0-4mm? 10 Certified - N @
PN5 5A 1.5-6mm? 10
PN15 15A 2.5-10mm? 10 List No. Amps Size Pack
Qt
PN30 30A 4.0-16mm? 10 Y
PN2TCE 2.5A 1.0-4mm? 10
PN50 60A 6.0-25mm? 10
PNSTCE 5A 1.5-6mm? 10
PN15TCE 15A 2.5-10mm? 10
PN30TCE 30A 4.0-16mm? 10

Nylon-PA T110 - 450V Nylon-PA T150 - 450V

(Natural) (Brown)
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Standard of Compliance - Self extinguishing: BS EN 60998-1 Standard of Compliance - Self extinguishing: BS EN 60998-1
Specification - Specification -
+ Snap free - Flame tested UL94 VO + Snap free - Flame tested UL94 VO
+ Max cont temp rating 110°C - Glow wire tested 850°C + Glow wire tested 850°C
» Max cont temp rating 150°C (180°C peak)
Certified -
Certified -
List No. Amps Size Pack
Qty List No. Amps Size Pack
NYNS 5A 1.5-6mm? 10 Qty
NYN15 15A 2.5-10mm? 10 BS5 5A 1.0-4mm? 10

NYN30 30A 4.0-16mm? 10 BS15 15A 2.5-10mm? 10




> T280 - 450V
(1 Pole)

Standard of Compliance -

BS EN 60998-1/EN60335

Specification -

« These articles are non-inflammable

« Maximum ambient temperature 280°C

PORCELAIN CONNECTORS

> T280 - 450V
(2 Pole)

Standard of Compliance -

BS EN 60998-1/EN60335
Specification -

These articles are non-inflammable

NiGLON

- T280 - 450V
(2 Pole, Centre fixing)

Standard of Compliance -
BS EN 60998-1/EN60335
Specification -

+ ‘C’ Denotes centre fixing

+ Maxi k p e 280°C « These articles are non-inflammable
+ Maxi i perature 280°C
List No. Amps Pack List No. Amps Pack List No. Amps Pack
Qty Qty Qty
PC51 5A 100 PC52 5A 100 PC52C 5A 100
PC151 15A 100 PC152 15A 100 PC152C 15A 100
PC301 30A 100 PC302 30A 50 PC302C 30A 50
> T280 - 450V (3 Pole)
Standard of Compliance - :
BS EN 60998-1/EN60335 LR (AT nglk
Specification -
« These articles are non-inflammable PCss 5A 100
- Maxi bi p e 280°C PC153 15A 100






