CEE CONNECTORS

NiGLON

CEE IN-LINE SOCKETS & PLUGS

Our series of In-line Plugs & Sockets are robust, reliable and easy to
connect. Supplied with excellent electrical insulation, and complying with
relevant standards, these connectors are a safe and sure way to power

tools and machinery at a variety of voltage requirements. Constructed
from a heavy-duty casing including brass contacts with high heat 2p+E 3p+E

OO

3p+E+N

resistant contact carriers offering excellent corrosion resistance.

P 16A - IP44 In-Line Sockets

p 32A - IP44 In-Line Sockets

57408 57416
Standard of Compliance - Standard of Compliance -
BS EN 60309-1&2 BS EN 60309-1&2
Specification - IP44 Specification - IP44
L @A L @&
ertification - @ @ @ @ ertification - @ @ @ @
List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
57401 2p+E 1 57413 2p+E 1
57404 240V 2p+E 1 57416 240V 2p+E 1
57408 415V 3p+E 1 57417 240V 3p+E 1
57409 415V 3p+E+N 1 57420 415V 3p+E 1
57421 415V 3p+E+N 1

P 16A - IP67 In-Line Sockets

57451

Standard of Compliance -
BS EN 60309-1&2
Specification - IP67

Certification - @ @
Of DI

p 32A - IP67 In-Line Sockets

57466

Standard of Compliance -
BS EN 60309-1&2
Specification - IP67

Certification - @ @
Of DI

List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
57451 2p+E 1 57466 240V 2p+E 1
57454 240V 2p+E 1 57470 415V 3p+E 1
57458 415V 3p+E 1 57471 415V 3p+E+N 1
57459 415V 3p+E+N 1
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CEE CONNECTORS

p 63A - IP67 In-Line Sockets

o

17478

Standard of Compliance -
BS EN 60309-1&2
Specification - IP67

Certification - @ ®
Of DI

P 125A - IP67 In-Line Sockets

Standard of Compliance -
BS EN 60309-1&2
Specification - IP67

Certification - @ ®
Of DI

List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
17478 240V 2p+E 1 17494 415V 3p+E 1
17482 415V 2p+E 1 17495 415V 3p+E+N 1
17483 415V 3p+E+N 1

CAN'T FIND WHAT YOU'RE LOOKING FOR?

More choice available within the Panel Component range of
our Control & Automation Catalogue. Request your copy today

> 16A - IP44 Industrial Plug > 32A - IP44 Industrial Plug
~ S
57301 ' 57316
-
Standard of Compliance - Standard of Compliance -
BS EN 60309-1&2 N BS EN 60309-1&2
Specification - IP44 Specification - IP44
o &K o &K
Certification -~ Certification -~z
©GEeDE oY AEDI)
List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
57301 2p+E 1 57313 2p+E 1
57304 240V 2p+E 1 57316 240V 2p+E 1
57308 415V 3p+E 1 57320 415V 3p+E 1
57309 415V 3p+E+N 1 57321 415V 3p+E+N 1
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CEE CONNECTORS

B 16A - IP67 Industrial Plug

Standard of Compliance -
BS EN 60309-1&2
Specification - IP67

Certification - @ ®
OfvA&DI)

NiIGLON'

B 32A - IP67 Industrial Plug

17363

Standard of Compliance -
BS EN 60309-1&2
Specification - IP67

Certification - @ ®
Of GBI

List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
57351 2p+E 1 17363 2p+E 1
57354 240V 2p+E 1 57366 240V 2p+E 1
57358 415V 3p+E 1 57370 415V 3p+E 1
57359 415V 3p+E+N 1 57371 415V 3p+E+N 1

B 63A - IP67 Industrial Plug

Standard of Compliance -
BS EN 60309-1&2
Specification - IP67

Certification - @ ®
oY AEDI)

> 125A - IP67 Industrial Plug

17395

Standard of Compliance -
BS EN 60309-1&2
Specification - IP67

Certification - @ ®
O GBI

List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
17378 240V 2p+E 1 17394 415V 3p+E 1
17382 415V 3p+E 1 17395 415V 3p+E+N 1
17383 415V 3p+E+N 1
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P 63A - IP67 In-Line Sockets
(With back-box)

Standard of Compliance -

CEE CONNECTORS

P 125A - IP67 In-Line Sockets
(With back-box)

Standard of Compliance -

BS EN 60309-1&2 18 BS EN 60309-1&2 17195
Specification - IP67 Specification - IP67
o @S OKE foaton. O E OKEH
Certification - @ @ .u @ Certification - @ - @
List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
17178 240V 2p+E 1 17194 415V 3p+E 1
17182 415V 2p+E 1 17195 415V 3p+E+N 1
17183 415V 3p+E+N 1

P |IP44 Angled Panel Sockets

Standard of Compliance -
BS EN 60309-1&2
Specification - IP44 57201

Certification - @ @
OGP

p 63A - 1P67 Angled Panel
Sockets

Standard of Compliance -
BS EN 60309-1&2
Specification - IP67 17283

Certification - @ ®
©G D@

List No. Amps  Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
57201 16A 2p+E 1 17283 415V 3p+E+N 1
57204 16A 240V 3p+E 1
57209 16A 415V 3p+E+N 1
57216 32A 240V 2p+E 1
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CEE COMPACT SURFACE SOCKETS

P 16A - IP44 Surface Sockets

Standard of Compliance -

NiGLON

P 32A -1P44 Surface Sockets

Standard of Compliance -

BS EN 60309-1&2 2 BS EN 60309-1&2 SN
Specification - IP44 Specification - IP44
o &K o &K
Certification - @ ﬁ @ @ Certification - @ @ @ @
List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
57101 2p+E 1 57113 2p+E 1
57104 240V 2p+E 1 57116 240V 2p+E 1
57108 415V 3p+E 1 57120 415V 3p+E 1
57109 415V 3p+E+N 1 57121 415V 3p+E+N 1

p 16A - IP67 Surface Sockets

Standard of Compliance -
BS EN 60309-1&2
Specification - IP67 17151

Certification - @ ®
©G @

P 32A -IP67 Surface Sockets

Standard of Compliance -
BS EN 60309-1&2
Specification - IP67 17166

Certification - @ ®
©G @

List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
17151 2p+E 1 17166 240V 2p+E 1
17154 240V 2p+E 1 17170 415V 3p+E 1
17158 415V 3p+E 1 17171 415V 3p+E+N 1
17159 415V 3p+E+N 1
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acesories  CEE APPLIANCE INLETS

> 16A = I P44 Standard of Compliance -

BS EN 60309-1&2
Specification - IP44

Certification - @ ®
Of DI

List No. Volts Pin Pack
Configuration Qty
21501 2p+E 1
21504 240V 2p+E 1
21 415V E 1
21504 508 5 3p+
21509 415V 3p+E+N 1

Standard of Compliance -
BS EN 60309-1&2
Specification - IP44

Certification - @ ®
OF~-JEDI6)

List No. Volts Pin Pack
Configuration Qty
21516 240V 2p+E 1
21521 21521 415V 3p+E+N 1

> 63A-1P67

Standard of Compliance -
BS EN 60309-1&2
Specification - IP67

Certification - @ © KEUR
O JDIB)

List No. Volts Pin Pack

Configuration Qty
17578 240V 3p+E 1
17578 17582 415V 3p+E 1
17583 415V 3p+E+N 1
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DIAGNOSTIC PLUGS

H For temporary testing period only. Not meant for permanent use! ‘

NiGLON

Designed to be utilised for temporary testing periods only. Suitable for all electricians in industrial work and
construction sites. Our plugs are supplied with a smart multiple LED display and diagnostics functions, in
which checks the following - Rotary Field, Phase Conductor, Neutral Conductor & Protective Earth Conductor...

p 16A - IP20 Diagnostic Plug
(With Led Display)

Standard of Compliance -
BS EN 60309-1&2
Specification -

- 400V

- 1P20

+ Housing material pa6

« Copper Zinc alloy contacts

® &5 O ke

p 32A - IP20 Diagnostic Plug
(With Led Display)

Standard of Compliance -
BS EN 60309-1&2
Specification -

- 400V

- 1P20

+ Housing material pa6

« Copper Zinc alloy contacts

® & O ke

Certification - @ = I @ Certification - @ = I @
List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
CEED16 415V 3p+E+N 1 CEED32 415V 3p+E+N 1
Rotary field Check N
left Read out dial on the
Error! Error! reverse of plug,
Check PE foma et

Display

L1

L2

L3

N

PE

v 4 v 4 v 4 v 4 L3 L3 L3 L3
v v v v L2 L2 L2 L2
v 4 v 4 v 4 v 4 L1 L1 L1 L1
v v A A v v A A
v A v O v A v O

Simultaneous illumination indicated of rotating field left and rotating field right (Also in combination with any other symbol)
indicates an error which has to be checked by qualified electrician.

www.niglon.c




accessoes  CEE WALL MOUNTING CONNECTORS

SWITCHED SOCKETS

A collection of switched socket-outlets for power distribution in the @ @
industrial and commercial sector, equipped with locking device.

These sockets are robust and easy to use. 2p+E 3p+E 3p+rE+N
P> 16A - IP44 Interlocking P 32A -1P44 Interlocking
Switched Socket Switched Socket
» )
s L d
16754 17771
f )
7
1T
Standard of Compliance - il = Standard of Compliance -
BS EN 60309-1&2 ’t‘ﬁ BS EN 60309-1&2
Specification - IP44 - Specification - IP44
Certification - Certification -
List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
16751 2p+E 1 17766 240V 2p+E 1
16754 240V 2p+E 1 17770 415V 3p+E 1
16758 415V 3p+E 1 17771 415V 3p+E+N 1
16759 415V 3p+E+N 1
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CEE WALL MOUNTING CONNECTORS

p 63A -IP55 Interlocking

p 16A - IP66 Interlocking

NiGLON

Switched o - Switched og)
nG"G"’",' (<3
Socket . Socket
17778 6 4 18754
R ;
|
3
N
| —
g _—_ |
Standard of Compliance - Standard of Compliance -
BS EN 60309-1&2 BS EN 60309-1&2
Specification - IP55 Specification - IP66
. Certification -
List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
17778 240V 2p+E 1 18751 2p+E 1
17782 415V 3p+E 1 18754 240V 2p+E 1
17783 415V 3p+E+N 1 18758 415V 3p+E 1
18759 415V 3p+E+N 1
P 32A-1P66 Interlocking P 63A-1P66 Interlocking
Switched Socket Switched Socket
B
18776 18782
Standard of Compliance - Standard of Compliance -
BS EN 60309-1&2 BS EN 60309-1&2
Specification - IP66 Specification - IP66
Certification - Certification -
List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
18766 240V 2p+E 1 18778 240V 2p+E 1
18770 415V 3p+E 1 18782 415V 3p+E 1
18771 415V 3p+E+N 1 18783 415V 3p+E+N 1
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CEE WALL COMPACT MOUNTING CONNECTORS

> 16A -1P44 Compact

16104

Standard of Compliance -
BS EN 60309-1&2
Specification - IP44

Size - 180mm H x 90mm W

Certification -

> 32A-1P44 Compact

16113

Standard of Compliance -
BS EN 60309-1&2
Specification - IP44

Size - 180mm H x 90mm W

Certification -

.

(

List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
16101 2p+E 1 16113 2p+E 1
16104 240V 2p+E 1 16116 240V 2p+E 1
16108 415V 3p+E 1 16120 415V 3p+E 1
16109 415V 3p+E+N 1 16121 415V 3p+E+N 1

> 16A - IP67 Compact

16158

Standard of Compliance -
BS EN 60309-1&2
Specification - IP67

Size - 180mm H x 90mm W

Certification -

[

W

LN

> 32A-IP67 Compact

16170

Standard of Compliance -
BS EN 60309-1&2
Specification - IP67

Size - 180mm H x 90mm W

Certification -

g

[

List No. Volts Pin Pack List No. Volts Pin Pack
Configuration Qty Configuration Qty
16151 2p+E 1 16163 2p+E 1
16154 240V 2p+E 1 16166 240V 2p+E 1
16158 415V 3p+E 1 16170 415V 3p+E 1
16159 415V 3p+E+N 1 16171 415V 3p+E+N 1
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