DETECTORS & RECHARGEABLE BATTERIES

P Occupancy Detectors
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Specification -

« IP20 - 220-240V/AC, 50/60Hz - Max load 1200W resistive
+ 300W inductive - Installation height 2.2-4m (ceiling type)
+ Detection 6m 360° - Time delay 10 seconds to 15 mins

+ Lux level control

NODR360 - 65mm o cut-out, 50mm height

NODS120 - 90mm o cut-out, 28mm height

NiGLON

P Passive Infra-Red (PIR)
Detector

Specification -
- IP44

+ 10m detection at 180° Scan

« Time adjustment 5 secs to 7 mins
+ Max load 1000W resistive

< 10A
List No. Description Pack List No. Description Pack
Qty Qty

NODR360 Recessed, Ceiling mounting 1 PIR500 1000W PIR Detector 1

NODS120 Surface mounting 1
P Sealed Lead-Acid P Fluorescent Starter

Rechargeable Batteries - Switches
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Standard of Compliance - Standard of Compliance -
IEC896-2, BS6290-4 BS EN 60155:1995, IEC60155:1993
Specification
« Maintenance free - ABS (UL94HB) cased. Certified - @
List No. Size (L x W x H) Rated Pack List No. Description Pack
Capacity Qty Qty

VT12012 99 x 43 x 52mm 1.2Ah 1 GE22 4-22W 110V or 220/240V 100

VT1202 178 x 34 x 60mm 2.0Ah 1 GE65 4-65W 220/240V universal 100

VT1203 134 x 67 x 61mm 3.0Ah 1 GE125 70-125W 220/240V 100

V11207 151 x 65 x 94mm 7.0Ah 1
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